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INSTALLATION INSTRUCTIONS
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White ceramic tap levers (pair) 
Matt black ceramic tap levers (pair)

ARC65 NKL, ARC65 CHR
ARC66 NKL, ARC66 CHR

Brass tap levers (pair) ARC67 NKL, ARC67 CHR
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1. Set the original tap handles on OFF position. 
2. Screw down the original tap handle, disassemble the original tap handle and 

replace part A of the original tap handle with new tap lever supplied as above
diagram 2.

3. Finally install the new lever onto the tap body. 

 ARC15  ARC15 CHR Arcade three hole basin mixer taps - deck mounted without pop up waste
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ARC17  ARC17 CHR Arcade basin pillar taps
ARC36  ARC36 CHR Arcade cloakroom basin pillar taps
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If the tap supplied is as shown on diagram B, follow below steps to achieve the 
recommended lever positions as shown on diagram 4.  
1. Set the original tap handle on OFF position. 
2. Screw down the original tap handle, disassemble the original tap handle and 

replace part A of the original tap handle with new tap lever supplied as above 
diagram 2. 

3. Finally install the new levers onto the tap body as per the recommended lever 
position.

1. Set the original tap handles on OFF position. 
2. Screw down the original tap handle, disassemble the original tap handle and 

replace part A of the original tap handle with new tap lever supplied as above 
diagram 2.

3. Finally install the new lever onto the tap body. 
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MAINTENANCE
Note : Remember to turn off the water supply before commencing any maintenance. 

Cleaning the headwork
The concealed headwork should give trouble free service, but in the event of any 
problem, service is straight forward. 

To remove the headwork 
Unscrew the top of the tap  and then use a suitable adjustable spanner (not supplied) 
to loosen the nut. Take the headwork out and wash it with clean running water. 
Make sure any trapped debris has been removed. Dry and lightly grease the seal 
(only use silicone grease). Refit the headwork followed by the handle body and lever. 

CLEANING
The nickel/chrome plate we use on our taps is very durable, nevertheless care should  
be taken when cleaning. It should be cleaned only with warm soapy water followed by 
rinsing with clean water and drying with a soft cloth. All finishes are vulnerable to 
acid attack and some strong substances such as household cleaners, disinfectants, 
denture cleaners, hair dyes, wine making and photographic chemicals can cause 
the surface to go black or peel. 
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THE QUALIFICATIONS
This product should only be fitted by a qualified plumber to the equivalent of 
UK NVQ (National Vocational Qualification) or SNVQ (Scottish National Vocational 
Qualification) Level 3. Should the installation be completed by a non-qualified person 
then the guarantee may be considered invalid. 

White ceramic tap levers (pair) 
Matt black ceramic tap levers (pair)

ARC65 NKL, ARC65 CHR
ARC66 NKL, ARC66 CHR

Brass tap levers (pair) ARC67 NKL, ARC67 CHR

INSTALLATION INSTRUCTIONS  ATTENTION 
Having first checked all new connections, turn on the mains stop cock, close all 
taps except the new taps and as the system starts to refill, check for leaks. Once you 
have satisfied yourself that there are no leaks, switch on the water heating. 

1. Set the original tap handles on OFF position. 
2. Screw down the original tap handle, disassemble the original tap handle and 

replace part A of the original tap handle with new tap lever supplied as above 
diagram 2.

4. Finally install the new lever onto the tap body. 

ARC16  ARC16 CHR Arcade three hole basin mixer taps - wall mounted - without pop up waste
ARC18  ARC18 CHR

 
Arcade bath shower mixer - deck mounted with brass handle handset

ARC19  ARC19 CHR Arcade bath shower mixer - wall mounted with brass handle handset

OFF

ON

OFF

ON

Original tap handle New tap lever 

1 2

3 4

A




